
SPEAKER CABLE & CONNECTORS 
Flame-retardant and oxygen free speaker cable

OFCFR are double-shielded oxygen-free speaker cables with �ame retardant PVC insulator.

Balanced audio cable with AX3M and TRS Amphenol connectors. 

Balanced audio cable with AX3M and 
AX3F Amphenol connectors.

SPEAKER CABLES & CONNECTORS 
Accessories

Balanced audio cables, connectors and ceramic terminal blocks.

MK XLR/KL Assembled Audio Cable

Ceramic Terminal Blocks XLR Connectors

 
MK XLR Assembled Audio Cable

Product Name XLR Connectors 
Models AX3M, AX3F
Gender Male, Female
PIN number 3
Max wire size
Wiring Solder contacts
Weight 31g, 37g

Product Name MK XLR/KL MK XLR
Type of cable Shielded audio cable Shielded audio cable
Connectors Amphenol AX3M & TRS Amphenol AX3M & AX3F

Tasker TSK1033 Tasker C112
Length 1.5m, 3m and 5m 1.5m, 3m and 5m
Weight 100g, 180g and 230g 150g, 230g and 350g
Colour Blue Blue

18 AWG 16 AWG

Size 2  x  0,82 mm2 2 x  1,5 mm2

Conductor number 2 2

Conductor material OFC OFC

Insulator material PVC PVC

Spool 100 m 100 m

Elementary wire conductor 19/0,25 mm 19/0,30 mm

Conductor resistance at 20° C 0,0187 Ω/m 0,0134 Ω/m

Capacitance 68,3 pF/m 95 pF/m

Colour Orange or grey Orange or grey

High temperature resistant ceramic terminal blocks Cable connectors.

Cables for voice evacuation and public address systems, available in two colours: Orange & Grey. High quality screened audio cables and cable assamblies. Amphenol connectors and Taskers cables.

Product Name Ceramic Terminal Blocks
No. of poles 3
Max. voltage 600V
Max. current 24A
Max. wire size 2 x 1.5 mm2 or 1 x 2.5 mm2

Dimensions 34 mm x 18 mm x 16 mm
Weight 22g
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XLR Connectors

Male, Female

Solder contacts
31g, 37g

XLR
C
XLR Connectors
Cable connectors.


