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Safety instructions

USER MANUAL     iLIVE 1 Wireless Microphone System

CAUTION

To reduce the risk of electric shock, do not remove screws. 
No user-serviceable parts inside. Refer servicing to quali�ed 
service personnel. To reduce the risk of �re, electric shock 
or product damage, do not expose this apparatus to rain, 
moisture, dripping or splashing and that no objects �lled 
with liquids, such as vases, shall be placed on the apparatus.RISK OF ELECTRIC SHOCK

DO NOT OPEN
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Maximum Usage 65mm

Minimum Usage 18mm

Minimum Usage 18mm
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Minimum Usage 18mm

Minimum Usage 18mm

Maximum Usage 65mm

Maximum Usage 65mm
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IMPORTANT: During synchronization IR receiver and IR transmitter should be directed to each other.
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Power supply 12-15 V DC, 1.25 A

Output Balanced XLR , unbalanced 6,3 mm TS JACK

Receiver way Two frequency conversion super-heterodynes

Intermediate frequency 10,7 MHz

Antenna BNC

T.H.D < 0,7 %

Sensitivity 6 dB μV

Image rejection 36 dB

Max. audio output 0 dB

Dimensions (H x W x D) 45 mm x 210 mm x 206 mm

Weight 1.4 kg

Material Steel enclosure, aluminum front panel

iLIVE 1 receiver

Carrier frequency range 606 MHz - 621 MHz

Modulation FM

Channels 32

Audio frequency response 45 Hz - 18 kHz

S/N ratio > 105 dB

Antenna Built-in spiral antenna

Transmitter’s power 3 mW

Working range
90 m (Note: actual range depends on RF sig-
nal absorption, reflection and interference)

Polar pattern Cardioid

Battery 2 x 1,5 V AA Alkaline battery

Dimensions 240 mm (lenght)

Weight 302 g

Material Aluminum

iLIVE 1 handheld transmitter
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iLIVE 1 body pack transmitter

Carrier frequency range 606 MHz - 621 MHz

Modulation FM

Channels 32

Audio frequency response 45 Hz - 18 kHz

S/N ratio > 105 dB

Antenna 1/4 wave antenna

Input connector 4 pin mini XLR connector

Transmitter’s power 3 mW

Working range
90 m (Note: actual range depends on RF sig-
nal absorption, reflection and interference)

Polar pattern Cardioid

Battery 2 x 1,5 V AA Alkaline battery

Dimensions 110 mm x 64 mm x 25 mm

Weight 165 g

Material Plastic
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The specifications are correct at the time of printing this manual.  
For improvement purposes, all specifications for this unit, including  
design and appearance, are subject to change without prior notice.

Capsule type Condenser

Impedance 200 Ω

Sensitivity -47 dB

Frequency 45 Hz - 18 kHz

Connectors 4 pin mini XLR connector

Phantom power voltage 5V DC

Cable length 1 m

Weight 15 g

Colour Skin (RAL 1014)

Accessories Windscreen

HM LM

Capsule type Condenser

Impedance 200 Ω

Sensitivity -46 dB

Frequency 50 Hz - 18 kHz

Connectors 4 pin mini XLR connector

Phantom power voltage 5 V DC

Cable length 1 m

Weight 21 g

Colour Black  (RAL 1017)

Accessories Windscreen


