VIVA 3 I

POWERFUL CABINET LOUDSPEAKER FOR BACKGROUND MUSIC

The VIVA 3isa compact, high-profile cabinet loudspeaker featuring a 3" coaxial driver for precise full-
range audio performance. It includes a built-in 100V transformer for use in distributed audio systems
and offers a selectable 16Q low-impedance input—ideal for connecting multiple units in a parallel
speaker chain. Housed in a sleek enclosure with an integrated mounting bracket, the VIVA 3 supports
discreet installation in aesthetically sensitive environments. Professional Phoenix-type input/output
connectors provide reliable and efficient wiring. When paired with the SUB 100V subwoofer, low-
frequency response is significantly enhanced.

Technical Specifications VIVA 3

Rated power 15W

Transformer power taps BSW-75W-16Q

Sensitivity 86dB(1W/1m)

Maximum SPL 98 dB (Pmax/1m) at 1000 Hz
Frequency response 200 Hz - 20 kHz

Dispersion at 1000 Hz 180° conical

Driver dimensions 3" (76 mm) woofer, 1" (25 mm) tweeter, coaxial
Dimensions 145 mm x 107 mm x 98 mm

Weight 09kg

Material Housing - ABS plastic, grill - aluminum, bracket - steel
Colour White (RAL9S016), Black (RALSO17)
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Dimensions

107 mm

98 mm 145 mm
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